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FORCE MAIN - INSTALL 2" TEE (A"xB"x2"), SIDES A & B SHALL MATCH LPFM SIZE
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2" FULL PORT 316 STAINLESS  STEEL BALL VALVE
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NOTES: 1. FORCE MAIN INJECTION POINT SHALL BE SUPPORTED WITH FORCE MAIN INJECTION POINT SHALL BE SUPPORTED WITH CONCRETE BLOCKING IN A 5' DIAMETER MANHOLE. 2. ANY DEVELOPMENT PROJECT CONTEMPLATING THE USE OF A LOW ANY DEVELOPMENT PROJECT CONTEMPLATING THE USE OF A LOW PRESSURE FORCE MAIN (LPFM) SYSTEM SHALL INCLUDE THE FOLLOWING ITEMS:  2.1. LOCATION OF ODOR CONTROL TANK & DOSING PUMP, ALONG LOCATION OF ODOR CONTROL TANK & DOSING PUMP, ALONG WITH PROPOSED PERMANENT EASEMENT IF OUTSIDE OF THE PUBLIC R/W. 2.2. LOCATION OF PROPOSED MANHOLE WITH ODOR CONTROL LOCATION OF PROPOSED MANHOLE WITH ODOR CONTROL INJECTION POINT. 2.3. PROPOSED ACCESS TO PERMANENT EASEMENT FOR ODOR PROPOSED ACCESS TO PERMANENT EASEMENT FOR ODOR CONTROL UNIT, IF NECESSARY.
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